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GENERAL INFORMATION

Product Identification:  Stampcrete Concrete Stripper

VOC Content:  Not Required  Category:  Not Required

Common Name:  Solvent Concrete Stripper

DOT Shipping Name:  In containers less than 119 Gals. Stampcrete (Non Regulated in containers greater than 119 Gals. Combustible liquid N.O.S (Pine Oil) 3. NA 1993, III.

Health & Safety:  Combustible liquid: use only with adequate ventilation if swallowed, do not induce vomiting.  Use of solvent resistant gloves, goggles and other protective equipment is advised when handling this product.

SECTION 1

Supplier:
Stampcrete International, Ltd.

Manufacturer:
Vexcon Chemicals

Emergency:
1-800-858-2828

Chemtrec No.
1-800-424-9300

Chem-Tel:  
1-800-255-3924 / 813-248-0573

Telephone No:
1-215-332-7709

Address:
7240 STATE RD.,

PHILA., PA  19135     
Prepared:
Feburary, 1999

Updated:
September 13, 1999

Prepared:
Darryl Manuel /President

SECTION II HAZARDOUS INGREDIENTS

Material or Components
Cas No
     %     Hazard Data     UN#

Pine Oil


8002-09-3        34
Not Estb.       1255

Ethylene Glycol

Monoproplyether

0020807-30-9  18   OHSA hazard  

AR-100


84742-95-6      23
100 PPM
      1255

Triethanolamine

102716               8    3 PPM OSHA

Fumed
112945-52-5      4   OSHA 15 mg/M3 

SECTION III PHYSICAL/CHEMICAL

CHARACTERISTICS

Boiling Point: 760 mm Hg: 310-428F        Melting Point: n/a

Specific Gravity:  0.92  Vapor Pressure: 1.5 mm Hg @20C

Vapor Denisty: 4.0
Solubility in H20: Miscible

Evaporation Rate: PH(as is) 8.3
PH(1% soln): 

Appearance and Odor: Pale Yellow Liquid with sweet  pine odor

SECTION IV FIRE AND EXPLOSION DATA

Flash Point: (Test Method): 140 F TCC

Autoignition Temperature:  ND

Flammable Limits in Air % by Volume: ND 



Lower: 0.7
Upper: 6.0

Extinguishing Media:  Foam, dry chemical, CO2, water, fog or fire fighting: Use water spray to cool fire exposed surfaces and to protect personnel.  Isolate “fuel supply” from fire.  Use foam, dry chemical, or water spray to extinguish fire.  Avoid spraying water directly into storage containers due to danger of boil over.  The use of self-contained breathing apparatus is recommended for fire fighters.  See also section IX.

General Hazard: Combustible liquid can form combustible mixtures at temperatures at or above the flash point. Static discharge, material can accumulate static charges, which can cause an incendiary electrical discharge.  “Empty” container retain product

SECTION V REACTIVITY DATA

Conditions Contributing To Instability: Product is stable

Incompatibility:  This product is incompatible with strong oxidizing agents.  Strong acids or bases and selected amines.

Flammable Limits In Air: % by Vol: ND
Lower: 0.7  Upper: 6.0

Extinguishing Media: Foam, Dry Chemical, CO2, Water Fog or Fire Fighting: Use water spray to cool fire exposed surfaces and to protect personnel.  Isolate “Fuel Supply from fire.  Use Foam, Dry Chemical, or water spray to extinguish fire.  Avoid spraying water directly into storage containers due to danger of boil over.  The use of self-contained breathing apparatus is recommended for fire fighters.  See also section IX.

General Hazard: Combustible liquid can form combustible mixtures at temperatures at or above the flash point.  Static discharge, material can accumulate static charges, which can cause an incendiary electrical discharge.  “Empty” containers retain product residue (Liquid and/or vapor) and can be dangerous.  Do not pressurize, cut, weld, braze, solder drill grind, or expose such containers to heart, flame, sparks, static electricity, or other sources of ignition.  They may explode and cause injury or death.  Empty drums should be completely drained, properly bunged and promptly returned to a drum reconditioner, or properly disposed of.

Electrostatic Accumulation Hazard: Use proper grounding.

Unusual Fire and Explosion Hazard: Keep work areas free of hot metal surfaces and other sources of ignition.

SECTION VI HEALTH HAZARD INFORMATION

Ingestion/Inhalation:  TLV 50-100 ppm Estimated From Similar Products.

Acute Overexposure: Anesthesia, Headache, Nausea, and Dizziness Moderate Irritation by Liquid to Skin & Eyes.

Emergency and First Aid Procedures:  

Eyes: Flush with large quantities of water for at least 15 minutes.  Seek immediate medical attention.

Skin:  Wash with soap and large quantities of water.  Seek medical attention if skin irritation develops and persists.

Inhalation:  Move to location free from vapors.  If breathing stops, begin artificial respiration and seek immediate medical attention.

Ingestion:  Do not induce vomiting.  Seek immediate medical attention.

SECTION VII PRECAUTION FOR 

SAFE HANDLING AND USE

Waste Disposal Method: If possible, pump to controlled containment area.  Absorb on clay or sand, dispose of in compliance with EPA, State, and Local Regulations.

Steps To Be Taken If Material Is Released or Spilled:  

Land Spill: Eliminate sources of ignition prevent additional discharge of material.  If possible to do so without hazard for small implement clean up procedures and if in public area, keep away and advise authorities.  Also, if this product is subject to cercla reporting notify the national response center.  Prevent liquid from entering sewers, watercourses, or low areas.  Contain spilled liquid with sand on earth.  Do not use combustible materials such as sawdust recover by pumping (use and explosion proof or hand pump) or with suitable absorbent.  Consult an expert in disposal or recovered material and ensure conformity to local disposal regulations.

Water Spill: Remove from surface by skimming or with suitable absorbents if allowed by local authorities and environmental agencies, sinking and/or suitable dispersents may be used in unconfined waters.  Consult an expert disposal of recovered material and ensure conformity to local regulations.

SECTION VII CONTROL MEASURES

Ventilation Requirements: Local mechanical ventilation may be sufficient to keep product vapor concentrations within specified time-weighted TLV ranges.  If local ventilation proves inadequate to maintain safe vapor concentrations.  Supplemental local exhaust may be required.  Other special precautions such as respiratory masks or environmental containment devises may be required in extreme cases.

Respiratory (Specify In Detail): Chemical cartridge repirator, half mask organic vapor cartridge if eye protections in needed.  Half mask organic vapor cartridge if eye protection is needed.

Eyes: Chemical goggles and/or face shields are recommended to safe guard against potential eye contact, irritation or injury.

Gloves:  Impervious gloves.  (Chemical resistant).  Such as neoprene, latex or PVA.

Other Clothing & Equipment: To prevent body contact.  Impervious clothing and boots are recommended.  Impervious aprons are a recommendation when working with this product.  Availability of eyewashes & safety showers in work areas are recommended. 

SECTION IX SPECIAL PRECAUTIONS

Precautionary Statements:

Fire Fighting: Water may be unsuitable as an extinguishing media but helpful in keeping adjacent containers cool.  Avoid spreading burning liquid with water used for cooling purposes. Personal contact with the product should be avoided.  Should contact be made remove saturated clothing and flush affected areas with water.

Other Handling & Storage Requirements:

Keep product containers cool, dry and away from sources of ignition.  Use and store this product with adequate ventilation equivalent to fresh air.

HMIS Hazard Ratings: This information is for people trained in national paint and coatings association (NPCA) Hazardous Materials Identification System (HMIS) National Fire Protection Association (NEPA 704) Identification of fire hazards of materials.

HMIS Hazard Ratings:


NPCA-HMIS
     NFPA 704

Health

3

3

Flammability
2

2

Reactivity
0

0

SECTION X REGULATORY INFORMATION

TSCA:  This product is listed on the TSCA Inventory as a UVCB (unknown variable composition biological) Chemical at CAS registry number 80541-3.

CERCLA:  If this product is accidentally spilled, it is not subject to any special reporting under the requirements of the comprehensive environmental response compensation and liability act (CERCLA).  We recommend you contact local authorities to determine if there may be other local reporting requirements.

Sara Title III: Under the provisions of title III, section 311/312 of the super fund amendments and reauthorization act, this product is classified into the following hazard categories.

Delayed Health, Fire:

This product does not contain section 313 

Reportable Ingredients

Federal:

FDA:

USAD:

TSCA: Is this product, or all it’s ingredients, being certified for inclusion on the toxic substances control act inventory of chemical substances? Yes

The information provided in the material safety data sheet had been obtained from sources believed to be reliable.  Stampcrete International provides no warranties, express or implied, and assumes no responsibility for the accuracy or complement of the information contained herein.

