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325 Commerce Boulevard, Liverpool NY 13088

800-233-3298 Fax 315-451-2290

DESCRIPTION


STAMPCRETE CONCRETE STRIPER is a scientifically formulated heavy bodied concrete striper especially designed for removal of old cure and seals, resin cures, acrylics, floor waxes and many urethanes and epoxies.


STAMPCRETE CONCRETE STRIPER strips concrete floors, walls and other concrete surfaces with relative ease.


After use, STAMPCRETE CONCRETE STRIPER is emulsifiable with water and general cleaners to yield a stripped concrete surface that is clean and ready for subsequent treatments.

APPLICATION


Scrape or brush the surface to be stripped with a wire brush or broom to remove loose and flaking coating or residual dirt.  Apply STAMPCRETE CONCRETE STRIPER with spray, roller or brush in a heavy application.  Allow the stripper to soften the coating but do not allow the surface to dry.  Remove the stripper and soften coatings with a floor machine equipped with plastic, steel wool or stone media or by scraping or brushing.  During removal, apply pine oil cleaner to further soften the coating.  Make a second application if needed.  After removal of the coating, clean the surface with soap and water.  Apply a test patch prior to completely coating the surface.  Do not thin STAMPCRETE CONCRETE STRIPER it is supplied at the proper consistency for most effective action.

Application Rate: 75-150 sq. ft. per gallon depending on thickness and type of coating to be removed.

PACKAGING


STAMPCRETE CONCRETE STRIPER is available in 55-gallon drums, 5-gallon pails and 1-gallon units.  Also available in totes, bulk containers and bulk shipments.  Please call Stampcrete directly to discuss you customized packaging requirements.

VITAL STATISTICS

· Flash Point


140 F (60C) TCC

· Boiling Point

310-428F (154-220C)

· Autoignition Temp

ND

· Extinguishing Media
Foams, Dry Chemical,       C02, Water fog or spray

HEALTH AND SAFETY

· Use only with adequate ventilation

· Use of gloves, goggles and other protective clothing is advised when using this product.

· If swallowed, do not induce vomiting

· Aspiration of materials into the lungs can cause chemical pneumonitis, which can be fatal.

· Use of respirators is advised when using this product in confined areas.


The stripper solution and/or materials may be classified as a hazardous material for purposes of disposal.  This material should be kept in a separate container and local federal rules for disposal must be followed.  Contact Stampcrete International if additional questions and/or information is required.


Stampcrete International MSDS #OP101 is an integral part of the safety product date sheet.  Before using this Stampcrete product it is advisable to get a copy of the MSDS #OP101, from us.

THIS PRODUCT INCLUDES

Material or Component
Cas No.
            Haz Data
      UN#
Pine Oil


8002-09-3          No Est.
      1255

2-Buthoxythenol

111-96-2            50 ppm PEL 





            25 ppm TLV  1993

AR-100


64742-95-6        50 ppm
      1269

Triethancleatie

102716               3ppm OSHA

Silca amprphous, formed   112945-52-5
OSHA 15mg/ttl

Common Name:

DOT Shipping Name:  Stampcrete Concrete Stripper




(non-regulated)

CONTACT US @


Additional product information, technical assistance and customer service is available by contacting Stampcrete International.

www.stampcrete.com
Voice: 800-233-3298

Fax:  315-451-2290

SHELF LIFE

If properly stored in its sealed container, one year.  Rotate your stock.

