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Specification Short Form using Integral Color 

In a Freeze-Thaw Environment

  
All concrete surfaces specified in the plans to be pigmented, shall be colored with the proper weight of the following Stampcrete International, Ltd. Integral Color   ________________________ ____________________.  Stampcrete Integral Colors comply with ASTM C979 standard specifications for pigments of integrally colored concrete.  The use of admixtures containing calcium chloride shall NOT be permitted.

The concrete mix design shall have a minimum 3,500 psi (24.5mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form using Integral Color 

in a Nonfreeze-Thaw Environment

  
All concrete surfaces specified in the plans to be pigmented, shall be colored with the proper weight of the following Stampcrete International, Ltd. Integral Color   _________________________ ____________________.    Stampcrete Integral Colors comply with ASTM C979 standard specifications for pigments of integrally colored concrete.  The use of admixtures containing calcium chloride shall NOT be permitted.

The concrete mix design shall have a minimum 3,000 psi (21mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form using Color Hardener 

For Surface Coloring and Strengthening of Concrete in a Freeze-Thaw Area

  
All concrete surfaces specified in the plans to use Color Hardener, shall be colored with the proper proportion of the following Stampcrete International, Ltd. Color Hardener(s)_______________ ____________________ with a minimum of _______ pounds per 100 square feet.    

The concrete mix design shall have a minimum 3,500 psi (24.5mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form using Color Hardener 

For Surface Coloring and Strengthening of Concrete in a Nonfreeze-Thaw Area

  
All concrete surfaces specified in the plans to use Color Hardener, shall be colored with the proper proportion of the following Stampcrete International, Ltd. Color Hardener(s)_______________ ____________________ with a minimum of _______ pounds per 100 square feet.    

The concrete mix design shall have a minimum 3000 psi (21mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form for Antique and Imprinted Concrete Surface using Integral Color 

In a Nonfreeze-Thaw Environment

  
All concrete surfaces specified in the plans to be imprinted using the Stampcrete International, Ltd. ___________________ ____________________ pattern(s), shall be colored with the proper weight of the following Stampcrete International, Ltd. Integral Color   _________________________________.    Stampcrete Integral Colors comply with ASTM C979 standard specifications for pigments of integrally colored concrete.  The use of admixtures containing calcium chloride shall NOT be permitted.

The Integrally colored concrete shall be antiqued with Stampcrete International’s _____________________ color Antiquing Release Agent(s) prior to stamping.

The concrete mix design shall have a minimum 3,000 psi (21mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using 2 coats of either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form for Antique and Imprinted Concrete Surface using Color Hardener.
  
All concrete surfaces specified in the plans to be imprinted using the Stampcrete International, Ltd. ___________________ ____________________ pattern(s), shall be colored with the proper weight of the following Stampcrete International, Ltd. Color Hardener(s) ________________________________at a minimum of _______ pounds per 100 square feet.    

The colored concrete shall be antiqued with Stampcrete International’s _____________________ color Antiquing Release Agent(s) prior to stamping.

The concrete mix design shall have a minimum 3,000 psi (21mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using 2 coats of either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form for Antique and Imprinted Concrete Surfaces using Integral Color.
  
All concrete surfaces specified in the plans to be imprinted using the Stampcrete International, Ltd. ___________________ ____________________ pattern(s), shall be colored with the proper weight of the following Stampcrete International, Ltd. Integral Color   _________________________________.    Stampcrete Integral Colors comply with ASTM C979 standard specifications for pigments of integrally colored concrete.  The use of admixtures containing calcium chloride shall NOT be permitted.

The Integrally colored concrete shall be antiqued with Stampcrete International’s _____________________ color Antiquing Release Agent(s) prior to stamping.

The concrete mix design shall have a minimum 3,500 psi (24.5mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using 2 coats of either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).


Specification Short Form for Antique and Imprinted Concrete Surface using Color Hardener in a Nonfreeze-Thaw Environment

  
All concrete surfaces specified in the plans to be imprinted using the Stampcrete International, Ltd. ___________________ ____________________ pattern(s), shall be colored with the proper weight of the following Stampcrete International, Ltd. Color Hardener(s) ________________________________at a minimum of _______ pounds per 100 square feet.    

The colored concrete shall be antiqued with Stampcrete International’s _____________________ color Antiquing Release Agent(s) prior to stamping.

The concrete mix design shall have a minimum 3,500 psi (24.5mpa) compressive strength after 28 days.  Portland Cement shall meet the requirements of ASTM-C 150.  Aggregates used shall conform to ASTM C 33, size ¾” minus aggregate (19mm).  Air-entrainment shall comply with ASTM C 260 containing 7%(+/- 1%) while using Integral Color.   A slump of 4 inches +/- ½”(100 +/- 12.7 mm) is recommended and should be kept consistent throughout the job.  

All colored concrete shall be cured using 2 coats of either Stampcrete International’s Ultra Sheen 3000 or 6000 Cure and Seal and never covered in plastic.

Concrete practices should be conducted in accordance with the American Concrete Institute (ACI 302 IR) of recommended practice for concrete floor and slab construction.  This is to include forming, placing of concrete, control joints and/or expansion joints to complete the surface and minimize problem areas.

All decorative concrete products are to be obtained through Westchester County Stampcrete, Inc. 249 Ferris Ave, White Plains, NY 10603. 914-285-WCSI (9274).
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